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ALIGN COMPOSITE
CLADDING — THERE'S
NOTHING ELSE LIKE IT

Superior aesthetics with installation ease and
one of the best overall market values: everything
perfectly ALIGNs in this innovative composite
cladding from Gentek.

COLOUR DEFINES THE DESIGN

From deep saturated neutrals to bold shades and light-
changing grays, ALIGN's on-trend colour palette makes it
easy to achieve signature style.

Snow White Almond Monterey Sand Pebble

Dark Drift Rockport Brown Smoked Timber Dover Gray

Chesapeake Gray Hudson Slate Windswept Smoke

Iron Ore Coastal Blue Rockwell Blue Midnight Surf

Marine Dusk Meadow Fern Moonlit Moss Majestic Brick




ALIGN COMPOSITE CLADDING SYSTEM

PRODUCT CODE DESCRIPTION COLOURS PACKAGING
5" ALIGN CP704 5" exposure Almond 632  Midnight Surf 652 1 sg/carton
Composite Plank 12" length Chesapeake Gray 872 Monterey Sand 673 20 planks/carton

3/4" projection Coastal Blue 625 Moonlit Moss 653
Cedar mill grain texture Dark Drift 655 Pebble 628
Low-gloss finish Dover Gray 127  Rockport Brown 875
Reinforced nail hem Hudson Slate 873  Rockwell Blue 637
Iron Ore 642 Smoked Timber 878
Majestic Brick 876  Snow White 01
Marine Dusk 877  Storm 631
Meadow Fern 874  Windswept Smoke 651
7" ALIGN CP700 7" exposure Almond 632  Midnight Surf 652 1 sg/carton
Composite Plank (Cedar mill grain) 12'3" length Chesapeake Gray =~ 872 Monterey Sand 673 14 planks/carton
3/4" projection Coastal Blue 625 Moonlit Moss 653
CP711 Cedar mill grain texture Dark Drift 655 Pebble 628
(Matte) Matte texture Dover Gray 127 Rockport Brown 875
Low-gloss finish Hudson Slate 873  Rockwell Blue 637
Reinforced nail hem [ron Ore 642 Smoked Timber 878
Majestic Brick 876  Snow White 01
Marine Dusk 877  Storm 631
Meadow Fern 874  Windswept Smoke 651
12" ALIGN Composite CP701 12" exposure Almond 632  Midnight Surf 652 0.96 sqg/carton
Board & Batten (Cedar mill grain) 12" length Chesapeake Gray ~ 872  Monterey Sand 673 8 planks/carton
3/4" projection Coastal Blue 625 Moonlit Moss 653
CP702 Cedar mill grain texture Dark Drift 655 Pebble 628
(Matte) Matte texture Dover Gray 127  Rockport Brown 875
Low-gloss finish Hudson Slate 873  Rockwell Blue 637
I Reinforced nail hem Iron Ore 642 Smoked Timber 878
I Majestic Brick 876  Snow White 01
g Marine Dusk 877  Storm 631
i Meadow Fern 874  Windswept Smoke 651
f



http://www.gentek.ca/align

ALIGN COMPOSITE CLADDING ACCESSORIES

PRODUCT CODE DESCRIPTION COLOURS PACKAGING
5-1/2" ALIGN Composite CP003 5-1/2" exposure Almond 632  Midnight Surf 652 10 pcs/carton
H-Trim 16' length Chesapeake Gray 872  Monterey Sand 673

3/4" channel pocket Coastal Blue 625 Moonlit Moss 653
Matte texture Dark Drift 655 Pebble 628
Low-gloss finish Dover Gray 127  Rockport Brown 875
Hudson Slate 873  Rockwell Blue 637
Iron Ore 642 Smoked Timber 878
Majestic Brick 876  Snow White 01
Marine Dusk 877 Storm 631
Meadow Fern 874  Windswept Smoke 651
3-1/2" ALIGN Composite CPO10 3-1/2" exposure Dover Gray 127 10 pcs/carton
Trim* 16' length Monterey Sand 673
3/4" channel pocket Pebble 628
Matte texture Rockport Brown 875
Low-gloss finish Snow White 01
Storm 631
*Use standard vinyl undersill trim
(65570/65571) as starter.
5-1/2" ALIGN Composite CP009 5-1/2" exposure Dover Gray 127 10 pcs/carton
Trim* 16' length Monterey Sand 673
3/4" channel pocket Pebble 628
Matte texture Rockport Brown 875
Low-gloss finish Snow White 01
Storm 631
*Use standard vinyl undersill trim
(65570/65571) as starter.
3-1/2" ALIGN Composite CP007 3-1/2" exposure Almond 632  Midnight Surf 652 10 pcs/carton
Outside Corner Post 12' length Chesapeake Gray 872 Monterey Sand 673
3/4" channel pocket Coastal Blue 625 Moonlit Moss 653
Matte texture Dark Drift 655 Pebble 628
Low-gloss finish Dover Gray 127 Rockport Brown 875
Hudson Slate 873  Rockwell Blue 637
Iron Ore 642 Smoked Timber 878
Majestic Brick 876  Snow White 01
Marine Dusk 877 Storm 631
Meadow Fern 874  Windswept Smoke 651
5-1/2" ALIGN Composite CP005 5-1/2" exposure Almond 632  Midnight Surf 652 10 pcs/carton
Outside Corner Post 12' length Chesapeake Gray =~ 872 Monterey Sand 673
3/4" channel pocket Coastal Blue 625 Moonlit Moss 653
Matte texture Dark Drift 655 Pebble 628
Low-gloss finish Dover Gray 127  Rockport Brown 875
Hudson Slate 873  Rockwell Blue 637
Iron Ore 642 Smoked Timber 878
Majestic Brick 876  Snow White 01
Marine Dusk 877 Storm 631
Meadow Fern 874  Windswept Smoke 651




ALIGN COMPOSITE CLADDING ACCESSORIES (CONT)

PRODUCT CODE DESCRIPTION COLOURS PACKAGING
ALIGN J-Channel CP008 1" face Almond 632  Midnight Surf 652 32 pes/carton
12' length Chesapeake Gray ~ 872  Monterey Sand 673
3/4" channel pocket Coastal Blue 625 Moonlit Moss 653
Matte texture Dark Drift 655 Pebble 628
Low-gloss finish Dover Gray 127  Rockport Brown 875
Hudson Slate 873  Rockwell Blue 637
Iron Ore 642 Smoked Timber 878
Majestic Brick 876  Snow White 01
Marine Dusk 877 Storm 631
Meadow Fern 874  Windswept Smoke 651
ALIGN Finish Trim CPO11 12'6" length Universal 20 pcs/carton
2-1/2" ALIGN Steel CPO0O1 (90 Galvanized Steel Universal 24 pcs/carton
Starter Strip 10' length
Nail Slot Punch 5244R Elongates nail slot 1 pc/carton
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COLOUR-MATCHED VINYL ACCESSORIES

PRODUCT CODE DESCRIPTION COLOURS PACKAGING
Inside Corner Post 65520/ 10' length Almond 632 Midnight Surf** 652 10 pcs/carton
65521 3/4" receiving channel Chesapeake Gray 872  Monterey Sand 673
(Dark Colours)  Brushed finish Coastal Blug** 625 Moonlit Moss™ 653
[ Dark Drift** 655 Pebble 628
Dover Gray 127  Rockport Brown™* 875
H Hudson Slate** 873 Rockwell Blue*™* 637
H Iron Ore** 642 Smoked Timber** 878
**This colour requires product Majestic Brick** 876  Snow White 01
U code 65521 when ordering. Marine Dusk** 877 Storm 631
Meadow Fern** 874  Windswept Smoke™ 651
Undersill Trimt 65570/ 12’ length Almond 632 Midnight Surf** 652 40 pcs/carton
65571 Brushed finish Chesapeake Gray 872 Monterey Sand 673
Coastal Blue** 625 Moonlit Moss** 653
Dark Drift** 655 Pebble 628
Dover Gray 127  Rockport Brown™* 875
Hudson Slate** 873 Rockwell Blue** 637
**This colour requires product [ron Ore** 642  Smoked Timber** 878
\ code 65571 when ordering. Majestic Brick** 876  Snow White 01
Marine Dusk** 877  Storm 631
Meadow Fern** 874  Windswept Smoke™ 651

fUsed as a starter strip for 3.5" and
5.5" ALIGN composite trim.



ALUMINUM FLATSTOCK

PRODUCT CODE DESCRIPTION COLOURS

Aluminum Flatstock 3037 24" x 98'-1/2" Aimond 532  Meadow Fern 5C3
(Both sides painted) Bright White 531  Midnight Surf 509

55.34 Ibs/roll (25.10 kg) Chesapeake Gray ~ 5C1  Monterey Sand 5P8

NOTE: Colour over Coastal Blue 5P9  Moonlit Moss 513

Bright White, Light Gauge. Dark Drift 557  Pebble 559

Reverse side is Bright White. Dover Gray 536  Rockport Brown  5C4

Hudson Slate 5C2 Rockwell Blue 5P2

Iron Ore 5P6 Smoked Timber  5C7

Majestic Brick 5C5 Storm 570

Marine Dusk 506 Windswept Smoke 506
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ALIGN COMPOSITE CLADDING ARCHITECTURAL SPECIFICATIONS

PHYSICAL DATA:

Uniformity is spectrophotometrically controlled
Cedar mill grain (5" Plank, 7" Plank and 12" Board & Batten); Matte (7" Plank and 12" Board & Batten)
Uniform low gloss maintained with a 75° gloss meter

PRODUCT TEST DATA:

Impact Resistance >35 inch Ibs

Coefficient of Linear Expansion (in/in/°F) 2.3x10°

Thermal Resistance R-value 2.0 (5" Plank and 7" Plank); R-value 1.6 (12" Board & Batten)
ASTM D5206-13, Windload Resistance* 5" Plank — 124 psf (24" OC nails, 1-1/4" penetration)

7" Plank — 53 psf (24" OC nails, 1-1/4" penetration)

12" Board & Batten — 50 psf (12" OC nails); 61 psf (8" OC nails)**
*Windload Design Pressure per ASTM D3679 with a SF of 1.5 and PEF of 0.5.
**When installed directly over 7/16" sheathing; penetration into sheathing only.

FIRE RESISTANCE:

CAN/ULC S102.2-18 (Applicable to 7" Plank only) Flame spread rating >70
Smoke developed classification

ASTM E2707-22, Rated Assemblies Approved for use

(Applicable to 7" Plank and 12" Board & Batten only)

ASTM E119, Rated Assemblies (Applicable to 7" Plank only) Approved for use

ASTM D635, Rate of Burn No self-sustained burn

ASTM D1929, Self-Ignition/Flash-Ignition Temperature 410°C (770°F)/ 390°C (734°F)

NFPA 268, Section 1406 of IBC Approved for use

CODES AND REGULATORY COMPLIANCE:

CCMC# 14182-R (Applicable to 7" Plank Cedar mill grain only)
Intertek Code Compliance Research Report #0316
ICC-ES Evaluation Report — ESR 4449 (Applicable to 7" Plank and 12" Board & Batten only)

WARRANTY:
ALIGN offers a lifetime limited warranty to the original homeowner; the warranty is transferable if the home is sold. Visit gentek.ca/align-composite-cladding
for warranty details.

THREE-PART FORMAT SPECIFICATION:
Long-form specification in three-part format is available at gentek.ca/align-composite-cladding.
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GENTEK BUILDING PRODUCTS CO. gentek.ca ‘ Make us a part of your home.
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Product improvement policy: Gentek Building Products Company is constantly improving product designs and manufacturing processes. We therefore must reserve the right to change
specifications without notice. Please consult Gentek Building Products Company for current details. Note: Observed variations in colour, texture, and grain depth may occur due to lighting, viewing
angle, and install orientation. The same colour can appear different when panels are installed next to each other in a way that reflects light off the surfaces at different angles, including off directional
textures like woodgrains. These are normal product characteristics, not defects, and do not affect product performance. Homeowners should confirm colour selections using physical samples of the
actual profiles, viewed together and in planned orientation outdoors in natural daylight at the installation location. Colours may be slightly different from their appearance in this brochure. Make final
colour selections using actual product samples. Trademarks mentioned in this document are the property of Gentek Building Products Company, its affiliates, or their respective owners. Accessible
formats and communication supports are available upon request.
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